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2. For Your Safety 

V Read the notes on safety on the Petrol-driven Motor Pump.
The silencer and exhaust system become very hot during 
operation and remain hot for some time after turning off 
the motor.
V Do not touch the silencer and exhaust system when hot.

Petrol is combustible and explosive under certain conditions.
V Do not smoke or work with naked flames or sparks when

pouring petrol into the fuel tank of your pump or in places
where petrol is stored.

V Keep all flammable substances (such a petrol) and flam-
mable objects away from the pump during operation.

V Do not overfill the fuel tank when filling your pump with
petrol.

V Close the fuel tank securely after filling your pump with
petrol.

V Wipe off any spilt petrol completely before starting the
motor.

V Do not stand anything on the motor. This could cause 
a fire.

Exhaust emissions contain poisonous carbon monoxide.
V Do not breathe in exhaust emissions.
V Never operate the pump in a closed room.

If you operate your pump for longer periods of time (> 5 min)
against the closed delivery side of the pump the water in the
pump may heat up. There is a risk of injury from hot water
scalding you.
V Do not operate the pump for more than 5 minutes against

the closed delivery side of the pump.
V Turn off the pump immediately if the liquid fails to flow.

Allowing the pump to run dry increases the wear and should be
avoided.
v Switch off the pump immediately after all the liquid has been

pumped.
Sand and other abrasive materials in the liquid you are pumping
cause increased wear and reduce the performance of the pump.
v Never operate the pump without the air filter.

(This causes the motor to wear more quickly).
v To prevent corrosion after pumping saltwater rinse the pump

immediately with clean fresh water.
The minimum flow rate is 80 l /h (= 1.3 l /min). Do not connect
equipment with a lower flow rate.
When using the pump to increase water pressure, ensure that 
the inner pressure does not exceed the maximum permissible
inner pressure of 6 bar (delivery side of the pump).
Add together the water output pressure you want to increase 
and the pump pressure.
Example: Pressure at the tap 2 bar. Pump pressure 3.5 bar.
Total pressure 5.5 bar.

Caution! 
Risk of fire 
and explosion 

Caution! 
Risk of 
suffocation

Risk of injury from scalding
yourself with hot water 

Notes on use:

Intended use 

Please note 

GARDENA Petrol-driven Motor Pump 8000/4 4T

Welcome to the Garden of GARDENA...

Please read and follow these operating instructions carefully.
Use these instructions to use the Petrol-driven Motor Pump cor-
rectly and observe the safety information.

For safety reasons, children under 16 as well as persons not
familiar with these operating instructions must not use the
Petrol-driven Motor Pump.

v Please keep these operating instructions in a safe place.

1. Where to use Your GARDENA Petrol-driven Motor Pump . . . 14
2. For Your Safety . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15
3. Putting Into Operation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16
4. Operation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16
5. Maintenance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18
6. Trouble-Shooting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21
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1. Where to Use Your GARDENA Petrol-driven Motor Pump 

The GARDENA Petrol-driven Motor Pump is designed for private
use around the house and garden and is not intended for operat-
ing watering equipment or irrigation systems in public gardens.

The GARDENA Petrol-driven Motor Pump can also be used for
draining swimming pools, distributing water-soluble fertilisers and
pesticides, or for pumping lime paints and water-soluble wood 
preservatives.

The GARDENA Petrol-driven Motor Pump is not designed
for continuous operation (e.g. industrial applications, con-
tinuous circulating operation).
Do not use your GARDENA Petrol-driven Motor Pump to
pump corrosive, easily combustible, aggressive, or explo-
sive substances (such as petroleum, or nitro thinner),
or food.
The temperature of the liquid pumped must not exceed
35 °C.

Contents 
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3. Putting Into Operation 

v Position the pump at a safe distance from the liquid to be 
pumped.

The suction connection is equipped with a 33.3 mm (G1) thread.
A vacuum-resistant suction hose must be screwed airtight onto
the suction side of the pump. Do not use garden hose connec-
tion system fittings

• e. g. GARDENA Suction Hose Art. No. 1412 

v Screw the vacuum-resistant suction hose 1 onto the suction
connection 2 of the pump and ensure it is airtight.

To avoid blockages or damaging the turbine we recommend con-
necting a suction unit with suction filter between the hose and the
suction connection.

• e. g. GARDENA Suction Unit with backflow preventer 
Art. No. 1411 / 1418 

The delivery connection of the pump is fitted with a 33.3 mm
(G1) thread to which you can connect 13 mm (1/2”), 15 mm
(5/8”) or 19 mm (3/4”) hoses using the GARDENA hose con-
nection system fittings.

v Connect the delivery hose 3 to the delivery connection 4
of the pump.

For the best delivery capacity, connect 19 mm (3/4”) hoses to-
gether with GARDENA “Profi” System Fittings (e.g. Art. 1752) 
or 25 mm (1”) hoses together with GARDENA Brass Connection
Fittings (e.g. Art. 7142).

When connecting several hoses or accessories in parallel we 
recommend using the GARDENA Twin-Tap Connector or Four
Channel Water Distributor Art. 1210/ 1194.

v Screw the Twin-Tap Connector or Four Channel Water Distri-
butor directly onto the thread of the delivery connection 4.

4. Operation 

1. Set up the pump with the motor turned off.
2. Check the oil level (see 5. Maintenance).
3. Check the petrol level (see 5. Maintenance).
4. Check the air filter (see 5. Maintenance).

Connect the suction hose:

Connect the delivery hose:

Connecting several 
pressure hoses in parallel :

Check the motor:

Fill the pump with approx. 1.5 litres of the liquid to be pumped
before operating the pump.

1. Unscrew the cover 5 from the filler neck 6 for the liquid 
to be pumped.

2. Fill the pump chamber completely by pouring the liquid to 
be pumped into the filler neck 6 (approx. 1.5 litres).

3. Replace the cover 5 on the filler neck 6 and screw tight 
by hand.

V Before starting the motor, always inspect the motor and 
fill the pump with the liquid to be pumped.

1. If the motor is cold, push the choke lever 7 up to position   
(closed).
If the motor is warm, push the choke lever 7 down to position
(open).

2. Move the throttle lever 8 to the middle position between 

slow

and 

fast.

3. If the motor is cold or if you have just filled the tank with petrol
press the starter ball pump 9 repeatedly until you can see
petrol in the transparent petrol hose 0.

4. Turn the ignition switch A to „I“ (ON).

Fill the pump with the liquid
to be pumped:

Start the motor:

2

1

3 4

5

6

closed

open

7

8

slow

0

9

A
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5. Hold the pump firmly by the handle B and pull the starter 
handle C until you feel a slight resistance. Then pull the starter
handle C forcefully.
The motor starts.

6. Slowly release the starter handle C and guide it back by hand
to prevent damaging the starter (do not let the starter handle
spring back).

7. When the motor is warm, gradually push the choke lever down
to position    (open).

8. Set the throttle lever 8 to the desired delivery capacity.

1. Push the throttle lever 8 all the way down to the position.
2. Turn the ignition switch A to „0“ (OFF).

V In case of an emergency shut off the motor by turning 
the ignition switch to „0“.

5. Maintenance 

V Turn off the motor and unplug the spark plug connector 
before carrying out all maintenance work.

Regular maintenance and adjustments are important in order to
keep the motor in perfect working order.
v Maintain the pump and motor according to the following main-

tenance plan.

After After the Every Every Each year 
each use first month or 3 months 6 months or every 

first 10 hours or 25 hours or 50 hours 100 hours 
of operation of operation of operation of operation

Motor oil –- check oil level X 
– change oil X X 

Air filter – check X 
– clean X1)

Clean / adjust spark plug X
Clean combustion chamber,
valves, fuel tank and fuel filter X 2) 

Check valve play, fuel hose,
turbine, housing cover 
and backflow preventer X 2) 

(replace if necessary) 

1) Carry out maintenance more frequently if using the pump in a dusty 
environment.

2) This maintenance work must only be carried out at a GARDENA 
Service Centre.

Turning off the motor:

Maintenance plan:

Only use oils labelled SE or SF.

1. Unscrew the oil dipstick D from the oil filler neck E, pull out
and wipe clean.

2. Insert the oil dipstick D into the oil filler neck E, do not screw
in and remove again.

3. If there is no oil on the oil dipstick D, pour in oil.
4. Select the appropriate oil from the table according to the aver-

age ambient temperature.
5. Pour in oil up to the upper edge of the oil filler neck E and

screw the oil dipstick D back into the oil filler neck E.

Tip: Drain the oil when the motor is still warm to ensure that the
oil is drained quickly and completely. The oil tank holds 0.1 litres.

1. Unscrew the oil dipstick D from the oil filler neck E.
2. Tilt the pump towards the oil filler neck E and drain the oil 

into a suitable container.
3. Pour in the new oil up to the upper edge of the oil filler neck

and screw the oil dipstick D back into the oil filler neck E.
4. Dispose of the old oil according to the appropriate environmen-

tal regulations.

The motor is designed for the combustion of normal petrol 
(octane number 86 or higher). The petrol tank holds 0.65 litres.

1. Check the level of the petrol in the transparent petrol tank.
2. If the tank is empty or if there is only a small amount of petrol 

in the tank, pour in petrol.
3. Carefully tilt the pump to the side so that the petrol cap F

faces upwards.
4. Unscrew the petrol cap F and pour in petrol up to the lower

edge of the petrol filler neck G.
5. Screw the petrol cap F back on and tighten by hand.

Carefully tilt the pump back to the horizontal position.

Check oil level / pour in oil :

Changing the oil :

Checking the petrol level / 
pouring in petrol :

15 W-40 

10 W-40 

10 W-30 

– 30 – 20 – 10 0 10 20 30 40 °C 

– 20 0 20 40 60 80 100 °F

B

C

D E

G

F

E
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Cleaning the turbine:

Risk of fire and explosion!
V Never clean the air filter with petrol or solvent with a low 

fire point.

1. Press together the locking tabs H by hand and remove the air
filter cover I.

2. Remove the air filter J, clean (e.g. using washing up liquid) 
and leave to dry.

3. Dip the air filter J into clean motor oil and press out the 
excess oil.

4. Reinsert the air filter J and fit the air filter cover I.

The spark plug must be free of combustion residues to ensure
that the motor functions correctly. We recommend only replacing
an old spark plug with spark plugs with the designation BPM-4A
or BPM R4A (NGK).

1. Unplug the spark plug connector K.
2. Unscrew the spark plug L using the spark plug spanner M

provided.
3. Clean the spark plug L and if necessary adjust the electrode

gap to 0.6 - 0.7 mm by bending the electrode.
4. Screw in the spark plug L all the way in by hand.
5. Tighten the spark plug using the spark plug spanner:

–  1/2 a turn for a new spark plug 
–  1/4 to 1/8 of a turn for an old spark plug 

Use a mild cleaning agent (e.g. washing up liquid) to rinse the
pump.

1. After pumping pesticides, lime paints, saltwater or fertilisers
rinse the pump with warm water (max. 35 °C).

2. Dispose of residuals according to the guidelines of waste 
disposal laws.

3. Remove deposits and foreign bodies in the cooling fins N
using a clean cloth.

Maintenance work is not covered by the guarantee. You may be
charged for maintenance work performed by GARDENA.

Checking / cleaning 
the air filter:

Cleaning / adjusting 
the spark plug:

Rinsing / cleaning the pump:

6. Trouble-Shooting 

V Always turn off the motor and unplug the spark plug 
connector before trouble-shooting.

If the turbine clogs it must be cleaned.

1. Unscrew the 6 bolts O in the housing cover P using an open-
end spanner (size 10).

2. Remove the housing cover P.
3. Clean the turbine.
4. Mount the housing cover P in the reverse order.

Disassembly of the hydraulic unit other than removing the hous-
ing cover must only be carried out by GARDENA Service.

Problem Possible Cause Remedy

The motor does not start. The ignition switch A is not  v Set the ignition switch  
set to position “I”. to “I”.

The fuel tank is empty. v Pour petrol into the fuel tank 
(see 5. Maintenance).

The spark plug is defective. v Check the spark plug and 
install a new spark plug 
if necessary (see 5. Main-
tenance).

The pump does not pump The pump was not filled with v Fill the pump 
the liquid. the liquid to be pumped before (see 4 Operation).

it was switched on.

Suction hose defective or v Fit a new suction hose.
leaking.

Housing cover P or turbine v Clean the turbine 
clogged. (see 5. Maintenance).

The pump motor runs but Suction filter at suction hose v Reduce the flow rate at the 
the delivery capacity or the is sucked free. delivery side with a regu-
pressure suddenly decreases. lator valve, e.g. GARDENA 

Regulator Valve Art. (2)977.

Suction filter of suction hose v Clean the suction filter.
is clogged.

Air cannot escape during self- v Open shut-off device (e.g.
priming because the delivery water stop) in the pressure 
side is closed or there is residual line or drain the delivery 
water in the delivery hose. hose.

Suction height too high. v Reduce suction height 
(see 9. Technical Data).

If you have any other problems with your Petrol-driven Motor Pump, please contact GARDENA
Service.

H

I

J

N

M

L

K

O

P
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7. Putting Out of Operation

V Always allow the motor to cool after operation.

If storing the pump for longer periods (e.g. during the winter),
drain the petrol and store the pump in a dry place protected
from frost.

1. Maintain the pump according to the maintenance plan (see 
5. Maintenance).

2. Unscrew the drain plug Q and drain the water from the pump.
3. When all the water has drained out, replace the drain plug Q.
4. Unscrew the petrol cap.
5. Tilt the pump towards the petrol filler neck G and drain the

petrol into a suitable container (and then empty into a canister).
6. Press the starter ball pump 9 several times until no more 

petrol can be seen in the transparent petrol hose 0.
7. Tilt the pump towards the petrol filler neck G again until the

petrol tank is empty.
8. Replace the petrol cap.

8. Accessories 

GARDENA Suction Unit Vacuum-resistant spiral hose.
(length 3.5 m / 7 m) Ready for connection. With suc-

tion filter and backflow preventer. Art. No. 1411 / 1418 

GARDENA Suction Hoses Bend and vacuum-resistant 
(19 mm (3/4”) or 25 mm (1”) hoses, supplied by the metre 
in diameter) without fittings or as a fixed 

length complete with fittings.

GARDENA Suction Hose 
Fittings Art. No. 1723 / 1724

GARDENA Suction Filter 
For suction hoses 

with Backflow Preventer
sold by the metre.

Art. No. 1726 / 1727 / 1728 

GARDENA Pump Preliminary Recommended when pumping 
Filter liquids containing sand. Art. No. 1730

GARDENA Bore Hole For vacuum-resistant connection 
Suction Hose of the pump to boreholes or pipes.

Length 0.5 m. With 33,3 mm (G 1)
female thread at both hose ends. Art. No. 1729 

Storage:

9. Technical Data 

Petrol-driven Motor Pump 8000/4 4 T

Motor 4-stroke / 1.1 kW (1.5 PS) 

Tank volume 0.65 l (normal petrol) 

Max. delivery capacity 8,000 l /h 

Max. pressure / delivery head 3.5 bar / 35 m 

Max. suction height 7.5 m 

Max. self-priming suction 
height 7 m 

Weight 6.8 kg 

Working area related emission 
characteristic value  LpA1) 84 dB(A)

Noise level  LWA2) 98 dB(A)

Measuring method according to  1) DIN 45635-1 2) directive 2000/14/EC 

The performance data of the pump characteristics are measured
with a suction height of 0.5 m and using a 25 mm (1”) suction
hose.

Performance characteristics 

10. Service

GARDENA guarantees this product for 2 years ( from date of 
purchase). This guarantee covers all serious defects of the unit
that can be proved to be material or manufacturing faults. Under
warranty we will either replace the unit or repair it free of charge 
if the following conditions apply:
• The unit must have been handled properly and in keeping 

with the requirements of the operating instructions.
• Neither the purchaser or a non-authorised third party have

attempted to repair the unit.
The turbine is a wearing part and is not covered by the guarantee.
This manufacturer’s guarantee does not affect the user’s existing
warranty claims against the dealer /seller.

Warranty 
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EU Certificate of Conformity 
The undersigned

GARDENA International GmbH · Hans-Lorenser-Str. 40 · D-89079 Ulm

hereby certifies that, when leaving our factory, the unit indicated below is in accordance with the 
harmonised EU guidelines, EU standards of safety and product specific standards.

This certificate becomes void if the unit is modified without our approval.

Description of the unit : Petrol-driven Motor Pump
Typ: 8000/4 4 T
Art. No.: 1497 
EU directives: Machinery Directive 98/37/EC 

Electromagnetic Compatibility 89/336/EC
Directive 93/68/EC 
Directive 2000/14/EC 

Harmonisierte EN: EN 292-1 
EN 292-2 
EN 809 

Noise level : measured 98 dB (A) 
guaranteed 101 dB (A) 

Year of CE marking: 2002

Ulm, 22.07.2002 Thomas Heinl 
Technical Dept. Manager 

Product Liability If you have any problems with your pump, please contact our
Customer Service or return the defective unit together with 
a short description of the problem directly to one of the 
GARDENA Service Centres listed on the back of this leaflet.

We expressly point out that, in accordance with the product 
liability law, we are not liable for any damage caused by our units 
if it is due to improper repair or if parts exchanged are not original
GARDENA parts or parts approved by us, and, if the repairs were
not carried out by a GARDENA Service Centre or an authorised
specialist. The same applies to spare parts and accessories.
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